
DIGITAL LIGHT PROCESSING (DLP)

Tough 60C White

A versatile, biocompatible-capable production-
grade white material with good impact 
strength, elongation, and tensile strength. It 
provides long-term environmental stability 
and long-lasting white colour with an injection 
moulded-like surface quality. This material is 
recommended for high mechanical load-bearing 
batch production medical parts that remain 
functional and stable for years.

Applications

• Indoor & outdoor applications
• No secondary thermal cure required
• Clean, long-lasting bright white color
• Excellent surface quality & accuracy
• Autoclavable

Benefits

• Clean, long-lasting bright white color
• Excellent surface quality, accuracy & 

repeatability
• Sterilisation through Autoclave

Features

• Long-term indoor and outdoor environmental 
stability of mechanical properties and color; 
tested out to 8 and 1.5 years (respectively) 
per ASTM methods

• Biocompatible-capable per ISO10993-5 and 
ISO10993-10*

Technical Specifications

Tensile Strength 35 MPa

Elongation at Break 23%

Flexural Strength 52 MPa

Impact Strength 34 J/m

Shore Hardness 79 D

Heat Deflection
@ 0.45 MPa

65°C

Biocompatible
ISO 10993-5 
ISO 10993-10

Flammability (UL94) HB

Threaded Inserts Glued In

Colour White

Layer Thickness 0.04 mm

Build Size               123x69x345 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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