
DIGITAL LIGHT PROCESSING (DLP)

High Temp 150C FR

UL94 V0 rated flame-retardant black plastic 
with >150°C heat deflection temperature.

A rigid, flame-retardant black material that can 
be used for production parts requiring UL94 
V0 rating as well as FAR 25.853 and 23.853 
capability. It provides long-term environmental 
stability with an injection moulded-like surface 
quality.

Applications

• Printed circuit board covers
• Electrical and under-hood housings requiring 

UL94 V0 rating
• Rigid covers, hangers, and brackets
• Small FAR 25/23.853 in-cabin parts
• Flammability parts for trains and busses

Benefits

• Self-extinguishing, flame-retardant material
• Halogen-free
• High heat deflection temperature for 

demanding applications
• Excellent surface quality, accuracy and 

repeatability
• Capable of plating and painting

Features

• Long-term indoor and outdoor environmental 
stability of mechanical properties

Technical Specifications

Tensile Strength 58 MPa

Elongation at Break 4%

Flexural Strength 100 MPa

Impact Strength 10 J/m

Shore Hardness 85 D

Heat Deflection
@ 0.45 MPa

>150°C

Solid Density 1.29 g/cm3

Biocompatible N/A

Flammability (UL94)
V0 @2mm, 
3mm

Threaded Inserts Glued In

Colour Black

Layer Thickness 0.04 mm

Build Size               123x69x345 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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