
DIGITAL LIGHT PROCESSING (DLP)

Pro Black 10

Production-grade additive manufacturing 
material with game-changing thermoplastic-
like mechanical properties and long-term 
environmental stability.

Pro Black 10 is a high precision resin producing 
parts with a smooth surface finish and sidewall 
quality, and has excellent mechanical properties 
and long-term environmental stability.

Applications

• Tool-less, same day production
• Small parts such as motor housings, 

connectors, snap-fits, and general-use parts
• Digital production to replace injection 

moulding or soft tooling processes

Benefits

• Improved environmental stability of 
mechanical and performance properties

• Excellent surface quality and repeatability
• Accurate, low distortion material

Features

• 70°C heat deflection temperature
• Durability and strength
• Biocompatible capable per ISO10993-5 and 

ISO10993-10
• Exhibits thermoplastic behavior in necking at 

tensile break point

Technical Specifications

Tensile Strength 63 MPa

Elongation at Break 12%

Flexural Strength 92 MPa

Impact Strength 24 J/m

Shore Hardness 79 D

Heat Deflection
@ 0.45 MPa

70°C

Solid Density 1.16 g/cm3

Biocompatible
ISO10993-5
ISO10993-10

Flammability (UL94) HB

Threaded Inserts Glued In

Colour Black

Layer Thickness 0.04 mm

Build Size               123x69x345 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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