
STEREOLITHOGRAPHY (SLA)

Accura 25

Accura 25 is a versatile material ideal for 
producing prototypes, master patterns and 
short runs of end-use parts with the look and 
feel of polypropylene, replacing CNC machined 
or injection moulded parts, faster and for a 
fraction of the cost. 

With an excellent combination of mechanical 
properties and aesthetics, Accura 25 material 
delivers reliable robust parts with outstanding 
flexibility, excellent shape memory, remarkable 
feature definition and accuracy.

Applications

• Functional assemblies and prototypes
• Consumer goods and electronic components
• Snap fit assemblies
• Product design
• Master patterns for RTV/silicone moulding
• Concept and marketing models

Benefits

• Excellent mechanical properties and 
dimensional stability

• Reliable and robust functional prototypes
• Suitable for master patterns

Features

• High flexibility with excellent shape retention
• Outstanding feature resolution and accuracy

Technical Specifications

Tensile Strength 38 MPa

Elongation at Break 16%

Flexural Strength 57 MPa

Impact Strength 22 J/m

Shore Hardness 80 D

Heat Deflection  
@ 0.45 MPa

61°C

Solid Density 1.19 g/cm3

Biocompatible N/A

Flammability N/A

Threaded Inserts Glued In

Colour White

Layer Thickness
0.1/.05  
mm

Build Size                 381x381x264 mm

* See manufacturers material data sheet 
for full specifications. Subject to change 
without notice.
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