
STEREOLITHOGRAPHY (SLA)

Accura ClearVue

Accura ClearVue for SLA is the clearest and 
colourless 3D printing material on the market. 
Formulated for exceptional detail and smooth 
surface finish, strength, durability and moisture 
resistance, it simulates the properties and 
appearance of Polycarbonate and ABS.

This unique combination of clarity, material 
properties and processing speed makes Accura 
ClearVue a high-performing and cost-effective 
choice for aesthetic and functional prototypes.

Applications

• Models and prototypes requiring high clarity
• Packaging/bottles
• General purpose prototyping
• Medical models and devices 
• Master patterns for RTV moulding
• QuickCast patterns for investment casting

Benefits

• Best-in-class optical clarity
• Part stability and water tightness
• Transparent parts

Features

• USP class VI capable
• Excellent humidity/moisture resistance
• Durable and strong

Technical Specifications

Tensile Strength 52 MPa

Elongation at Break 6%

Flexural Strength 83 MPa

Impact Strength 46 J/m

Shore Hardness 85 D

Heat Deflection  
@ 0.45 MPa

51°C

Biocompatible N/A

Flammability N/A

Threaded Inserts Glued In

Colour Clear

Layer Thickness 0.1 mm

Build Size                 650x750x550 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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