
SELECTIVE LASER SINTERING (SLS)

Copolymer

This advanced nylon copolymer offers a 
unique combination of toughness, flexibility 
and durability, with mechanical properties 
comparable to injection moulded nylon. It 
delivers high impact strength and excellent 
elongation at break, even in the Z-axis, making 
it ideal for both functional prototypes and 
durable end-use parts. This material is a smart 
choice for applications that demand reliability, 
mechanical performance and long-term stability.

Applications

• General-purpose prototypes
• Orthotic and medical support devices
• Tooling, handles and grips for rugged use
• Living hinges and snap-fit features
• Tough enclosures and housings requiring 

high impact performance

Benefits

• Functional parts can be tested in demanding, 
real-world environments

• Cost-effective production of complex 
geometries in low-to-medium volumes

• Excellent balance of mechanical strength 
and flexibility

Features

• Outstanding long-term indoor stability with 
over five years for mechanical properties

• High elongation and impact resistance 
across all orientations

• Vapor-polished parts exhibit a smooth 
surface finish and semi-translucent 
appearance

Technical Specifications

Tensile Strength 40 MPa

Elongation at Break 282%

Flexural Strength 37 MPa

Impact Strength 41 J/m

Shore Hardness 66 D

Heat Deflection
@ 0.45 MPa

105°C

Solid Density 1.05 g/cm3

Biocompatible N/A

Flammability HB

Threaded Inserts Heat Stake

Colour White

Layer Thickness 0.1 mm

Build Size               381x330x437 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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