
SELECTIVE LASER SINTERING (SLS)

DuraForm EX Black

DuraForm EX Black is a Polyamide (nylon 11) 
material designed for primary use in industrial 
applications. It is made from 100% bio-based 
substances which are used primarily in industrial 
applications. The material is a sustainable 
thermoplastic polymer that produces strong 
UV-stable prints, well suited for technical end-
products. 

It also meets the USP Class VI requirements for 
medical applications.

Applications

• Prototypes that require the toughness and 
durability of molded polypropylene (PP) or 
ABS

• Low to mid volume direct manufacturing of 
end-use parts

• Complex, thin-walled ducts
• Aircraft and Motorsports parts
• Enclosures and housings
• Parts with snap-fits and living hinges
• Automotive dashboards, grilles and bumpers

Benefits

• Superior mechanical properties
• UV-stable
• Low water uptake
• Flexible
• High strength
• Salt water resistant

Technical Specifications

Tensile Strength 51 MPa

Elongation at Break 51%

Flexural Strength 1,200 MPa

Impact Strength N/A

Shore Hardness 80 D

Heat Deflection
@ 0.45 MPa

N/A

Biocompatible N/A

Flammability (UL94) HB

Threaded Inserts Glued In

Colour Black

Layer Thickness 0.1 mm

Build Size               381x330x437 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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