
SELECTIVE LASER SINTERING (SLS)

DuraForm GF

DuraForm GF is a glass-filled engineering plastic 
with high stiffness for durable prototypes and 
low to mid-volume production parts that require 
elevated stiffness and heat resistance.

Duraform GF produces accurate and repeatable 
parts that excel in load bearing applications at 
higher temperatures.

Applications

• Housings and enclosures
• Consumer sporting goods
• Complex production & prototype plastic parts
• Form, fit or functional prototypes
• Parts requiring stiffness
• Thermally stressed parts

Benefits

• Excels in load bearing applications at higher 
temperatures

• Prototypes & end-use parts without tooling
• Accurate and repeatable parts
• Machinable & paintable
• Improved isotropic shrinkage due to glass 

filler

Features

• Excellent mechanical stiffness
• Elevated temperature resistance
• Dimensionally stable

Technical Specifications

Tensile Strength 27 MPa

Elongation at Break 1.4%

Flexural Strength 37 MPa

Impact Strength 41 J/m

Shore Hardness 77 D

Heat Deflection 
@ 0.45 MPa

179°C

Biocompatible N/A

Flammability HB

Threaded Inserts Heat Stake

Colour Beige

Layer Thickness 0.1 mm

Build Size               381x330x437 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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