
SELECTIVE LASER SINTERING (SLS)

DuraForm HST

DuraForm HST Composite is a fibre-reinforced 
engineering plastic with excellent stiffness and 
high temperature resistance, non-conductive 
and RF transparent. Ideal for testing and use in 
rugged environments.

DuraForm HST features an ideal mix of stiffness, 
strength and high temperature resistance.

Applications

• Functional prototypes and end-use parts 
that require high stiffness and/or elevated 
thermal resistance

• UAV structural components
• Housings, enclosures, impellers & connectors

Benefits

• Functional prototypes can be tested in “real 
life” environments

• Complex end-use parts can be economically 
manufactured in low-to-medium volumes

• Excels in load-bearing applications at higher 
temperatures

Features

• High specific stiffness
• Elevated temperature resistance
• Isotropic mechanical properties just like 

fibre-filled, injection moulded materials
• Non-conductive and RF transparent

Technical Specifications

Tensile Strength 48 MPa

Elongation at Break 4.5%

Flexural Strength 83 MPa

Impact Strength 37.4 J/m

Shore Hardness 75 D

Heat Deflection 
@ 0.45 MPa

184°C

Biocompatible N/A

Flammability HB

Threaded Inserts Heat Stake

Colour White

Layer Thickness 0.1 mm

Build Size               381x330x437 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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