
SELECTIVE LASER SINTERING (SLS)

PA 2210 FR

This white polyamide 12 powder is equipped 
with a halogen-free chemical Flammability. 
Underwriters Laboratories (UL) has issued a 
Blue Card (equivalent to the well-known Yellow 
Card) specifically dedicated to 3D printing 
materials to PA 2210 FR: at wall thicknesses 
above 3 mm, it meets the required fire 
protection class UL 94 / V-0, primarily relevant 
for the production of electric and electronic 
components and applications in the aerospace 
and automotive sectors.

Applications

• Electrical and electronic parts, e.g. housings
• Railway interiors, e.g. ventilation ducts
• Aircraft interiors, e.g. air valves

Benefits

• Maintains high mechanical properties
• Safe to use in high risk applications

Features

• Flame-retardant
• Halogen-free
• Fire classification UL 94/V-0
• UL certified
• Fire classification FAR 25.853

Technical Specifications

Tensile Strength 41 MPa

Elongation at Break 3%

Flexural Strength 65 MPa

Impact Strength N/A

Shore Hardness N/A

Solid Density 1.06 g/cm3

Heat Deflection
@ 0.45 MPa

170°C

Biocompatible N/A

Flammability
HB / 1.1 mm
V-0 / 2.0 mm

Threaded Inserts Yes

Colour White

Layer Thickness 0.1 mm

Build Size               381x330x437 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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