
DIGITAL LIGHT PROCESSING (DLP)

Medical Amber 10

A rigid, translucent amber material designed 
for medical and industrial applications 
where biocompatibility, sterilisation, thermal 
resistance, and fluid flow visualisation are 
required. It is capable of meeting ISO 10993-
5 and -10 standards for biocompatibility 
(cytotoxicity, sensitisation, and irritation) and 
can be sterilised via autoclave. The material 
performs reliably at temperatures over 100°C 
and delivers highly accurate parts with crisp 
details, excellent feature resolution, and high 
definition.

Applications

• Surgical drill guides, splints
• Fluid handling manifolds
• Elevated temperature testing
• Parts with high definition details
• Threaded assemblies
• Visualisation and fluid flow models

Benefits

• Meeting ISO 10993-5 & 10993-10 standards
• Excellent visualisation for parts requiring 

evaluation of internal features
• High temperature testing
• True-to-CAD accuracy and crisp feature 

detail

Features

• Biocompatible
• Sterilise by autoclave
• Thermal resistance over 100°C
• Excellent humidity/moisture resistance

Technical Specifications

Tensile Strength 69 MPa

Elongation at Break 4%

Flexural Strength 111 MPa

Impact Strength 18 J/m

Shore Hardness 84 D

Heat Deflection
@ 0.45 MPa

119°C

Biocompatible
ISO 10993-5 
ISO 10993-10

Flammability (UL94) HB

Threaded Inserts Glued In

Colour
Translucent 
Amber

Layer Thickness 0.04 mm

Build Size               123x69x345 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.
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