
MULTI JET FUSION (MJF)

TPU

MJF TPU parts are rubber like, with strong 
rebound resilience and the ability to flex 
repeatedly without cracking. TPU parts exhibit 
properties including high elongation, shock 
absorption and resistance to fatigue. 
 
MJF TPU parts can achieve air and water 
tightness at the right wall thickness, and have 
passed independent testing for skin contact 
use. This makes MJF TPU an ideal solution for 
flexible, functional parts across many industries.

Applications

• Wearables and skin contact components
• Seals, gaskets and grommets
• Footwear midsoles and cushioning
• Automotive interior components

Benefits

• Ideal for flexible prototyping and short-run 
production

• Withstands repeated flexing without cracking
• Passed independent skin contact safety 

testing

Features

• Rubber like hardness and elasticity
• High elongation at break
• Good abrasion resistance

Technical Specifications

Tensile Strength 9 MPa

Elongation at Break 280%

Flexural Modulus 75 MPa

Impact Strength No break

Shore Hardness 88-90 A

Heat Deflection
@ 0.45 MPa

N/A

Biocompatible N/A

Flammability (UL 94) HB

Threaded Inserts N/A

Colour Black

Layer Thickness 0.08 mm

Build Size               380x285x380 mm

* See material data sheet for full 
specifications. Subject to change without 
notice.

PHONE
 +61 3 8899 7280

EMAIL
sales@formero.com.au

WEB
www.formero.com.au


